Exhaust Hood Design Requirements
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talled at or above all - broilers, fry grills, rotisseries and ranges
hoods shal hme thd or abov 1) fat fryers, ti
ype all commercial-type deep arills,

Typa | hudl lh‘II hwmﬂd of galvanized steel, stainless steel, copper or other materiala
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TYPE | EXHAUST HOOD & DUCT ENCLOSURE
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10ft. WsmtﬁADMCﬂi{:gg-thﬂgmp LINE &KAIK:INTAKE OPENING
'zuoaurﬁcs.c Lo air ia discharged away from such locations

AR vaoaw FOK TYI’E | zxmusr HOODS
min. 1,500
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ELECTRICAL DISCONNECT
ref.: 1999 NEC Art. 422-35

VENT RELEASE FOR HEATED AIR AROUND EXHAUST DUCT
ref.: 2000 UMC Sec, 508.4

ROOF SURFACE
ROOF FRAMING MEMBERS

FULLY WELDED DUCT & PLENUM

min. no. 16 manufacturer's standard gage steel or stainless steel

bolte, xms.mabsndvﬂur mechanical fasteners shall not penetrate duct walls
duct "'zo d supports shl b roncombuste

1 HOIJK FIRE-RESISTIVE DUCT ENCLOSURE
2-HOLR duct enclosure in hnldhqs of TYPEI& TYPEI| fire-resistive conatruction
nf 2000 UMC Sec. 508.4

AR SPACE AROUND DUCT ENCLOSURE
min, 3 inches to max, 12 inches clearance
rcf 2000 UMC Sec. 508.4

WALL FRAMING 0 SIDEAREAK OF COOKLINE

metal studs @ 16 inches on canter with (1) layer 5/8 inch Type"X"

water- ruul-m hurd

where wo r plywood s applied to metal studs on cookline side of wall,
two (2) Im of 5/5 nch Typl »%7"‘" resistant gypsum board shall be applied

HOOD-to-WALL CLEARANCE
min. 18 inches from combustible consf
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the hood side of the wall
ref.: 2000 UMC Sec. 508.8

GREASE FILTER or EXTRACTOR
ref.: 2000 UMC Sec. 509.5
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GREASE GUTTER
ref.: 2000 UMC Sec. 509.5

FIRE EXTINGUISHING SYSTEM
ref.: 2000 UMC Sec. 510.2 & UFC
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METAL CLOSURE FLASHING AROUND HOOD

nqnud wm hood is lese than 12 inches from nlmg or wall
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MAKEUP AIR

amount of lrhb«uluusud

the exhaust air and hall b db
ref.: 2000 UMC Sec. 5 9..‘3

with manuf 's installation i

ided with an exhaust syst.

hall have air supplied o the room equal to the

lectrical itterlocking owitch




